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¢« gy platform includes:

FuturLink customers are mobile operators, software integrators, media companies, content
creators, advertising agencies, real state owners.

Customers in more than 52 countries.



Model: Wilico B200 Wilico B200-A Wilico B200-TS
Motherboard
CPU Supports Intel Pentium PM 600Mhz Intel Pentium PM 600Mhz Intel Pentium PM 600Mhz
Chipset GM 852 GM 852 GM 852
System Memory DDR-SDRAM SODIMM 256 Mbyte DDR-SDRAM SODIMM 256 Mbyte DDR-SDRAM SODIMM 512 Mbyte
BIOS AWARD BIOS AWARD BIOS AWARD BIOS
Display
LCD size N/A 7"TFT LCD 12.1"TFT LCD
Display area N/A 152.4(H)x91.44(V) mm 276(H)x209(V) mm
Brightness (cd/m2) N/A 400 cd/m?2 400 cd/m?2
Maximal Resolution N/A 800x480 (Wide VGA) 800x600
Response Time N/A 15ms rise / 25ms fail 10ms rise / 15ms fail
Touch Screen N/A N/A YES (12.1")
Touch Screen Type N/A N/A Resistive
Content Storage
HDD/Flash memory 2Gb 2Gb 2Gb
Memory optional upgrades Up to 20Gb Up to 20Gb Up to 20Gb

Wireless proximity

Bluetooth connectivity

3 Bluetooth 2.0 chipsets

3 Bluetooth 2.0 chipsets

3 Bluetooth 2.0 chipsets

Bluetooth simultaneous
connections

21

21

21

Bluetooth coverage

Class 1 (from 1 to 100 meters).
Adjustable coverage regulated by
software

Class 1 (from 1 to 100 meters).
Adjustable coverage regulated by
software

Class 1 (from 1 to 100 meters).
Adjustable coverage regulated by
software

Wi-Fi modules

Wi-Fi 802.11b/g to intereact with
advanced Wi-Fi mobile phones

Wi-Fi 802.11b/g to intereact with
advanced Wi-Fi mobile phones

Wi-Fi 802.11b/g to intereact with
advanced Wi-Fi mobile phones

Handset compatibility

+800 certified Bluetooth mobile
phones

+800 certified Bluetooth mobile
phones

+800 certified Bluetooth mobile
phones

External | / O Ports

LAN (10/100 Mbps)

1 x RJ-45 (100 MBit)

1 x RJ-45 (100 MBit)

1 x RJ-45 (100 MBit)

USB 1 portV2.0 1 portV2.0 1 portV2.0

PCMCIA Single PC-Card or Cardbus Slot Single PC-Card or Cardbus Slot Single PC-Card or Cardbus Slot

Serial/COM N/A N/A N/A

Video Output VGA Connector VGA Connector VVGA Connector

DC Jack 1 x DC Jack 1 x DC Jack 1 x DC Jack
Internal interface

USB 4 ports v2.0 4 ports v2.0 4 ports v2.0

Mini-PCl for Wireless LAN (optional) for Wireless LAN (optional) for Wireless LAN
Power

Consumption 18W 24W 50W

Adapter DC 12V 70W DC 12V 70W DC 12V 70W

. . 236 x 268 X 65 mm 236 X 268 x 65 mm 312 x413x 73 mm

External Dimension (W x D x H) 9.2"x 10.5"x 2.5 9.2"x 10.5"x 2.5 12.2'x 161"x 2.8"

Weight (without accesories)

0.7 Kgs / 1.54 Ibs

1.1 Kgs /242 Ibs

3.1 Kgs /6.83 Ibs

Mounting

100mm x 100mm Standard VESA
mounting holes

100x100mm Standard VESA
mounting holes

100mm x 100mm Standard VESA
mounting holes

0S

Embedded Linux

Embedded Linux

Embedded Linux

Frontal cover

Customizable (From 1 unit)

Customizable (From 1 unit)

Customizable (From 500 units)
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